PWQEOS5T

0.5 Ton. Power Trolley 230/460V
60HZ 3 Phase. with Limit Switches

Caracteristicas Esenciales

e 3 Afios de Garantia, Servicio y Atencidn al Cliente en Chile

Especificaciones Técnicas

Garantia 3 Year R Carro Ancho Caja 6in /142 mm

T Motor del Carro 9.09in/231 mm



PWQEOS5T

- w 12.4in/315mm 12.7/325mm  13.3in /340mm  15.7 in/ 400mm 26.5in /670 mm 19.6in / 500mm
.é 'g 1] 8.3in/212mm  8.6mm/220mm 9.8in/250mm 11.4in/291mm - 14.6in / 371mm
02) ‘% R 5.5in / 142mm 5.5in/142mm 5.5in/142mm  5.5in/142mm 9in /231 mm 5.5in / 142mm
'g g T 9in /231mm 9in/231mm 9in /231mm 9in/231mm 5.6in/ 142 mm 9in /231mm
Peso & Dimensiones Detalles del Empaque
A Altura Total 8.5in /212 mm Paquete 1 Peso Neto 74.8 Ibs / 34 Kg
W Ancho 12in/ 315 mm Paquete 1 Ancho 14in/35.56 cm
Peso Total 83.6 Ibs / 38 Kg Paquete 1 Peso Bruto 83.6 Ibs / 38 Kg
Paquete 1 Altura 16in/40.64 cm

Paquete 1 Profundidad 22in/55.88 cm
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